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Modell                        

Model

Energieeffizienzklasse 

Energy efficiency class

Warmhalteverlust 

Standing loss

Speichervolumen 

Storage volume
W l

PS 50 B 31 50

PS 100 B 49 100

PSM 200 C 54 200

PSM 300 C 69 300

PSM 500 C 85 500

PSM 800 108 800

PSM 825 110 825

PSM 1000 126 1000

PSM 1500 153 1500

PSM 2000 180 2000

PSM 3000 230 3000

PSM 4000 272 4000

PSM 5000 306 5000

PSF 500 C 90 500

PSF 800 114 800

PSF 1000 132 1000

PSF 1500 159 1500

PSF 2000 187 2000

PSF 3000 236 3000

PSF 4000 278 4000

PSF 5000 312 5000

PSR 500 C 85 500

PSR 800 108 800

PSR 1000 126 1000

PSR 1500 153 1500

PSR 2000 180 2000

PSR 3000 230 3000

PSR 4000 272 4000

PSR 5000 306 5000

PSRR 800 108 800

PSRR 1000 126 1000

PSRR 1500 153 1500

PSRR 2000 180 2000

PSRR 3000 230 3000

PSRR 4000 272 4000

PSRR 5000 306 5000

PZ 500 C 85 500

PZ 800 108 800

PZ 1000 126 1000

PZ 1500 153 1500

PZR 500 C 85 500

PZR 800 108 800

PZR 1000 126 1000

PZR 1500 153 1500

PZRR 500 C 85 500

PZRR 800 108 800

PZRR 1000 126 1000

PZRR 1500 153 1500
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